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Shell Fishing Boat Oil Plus 
Heavy Duty Engine Oil For 

Fishing Boats 

Shell Fishing Boat Oil Plus is a premium quality heavy duty diesel engine oil 

designed to lubricate high speed diesel fuel engines used in fishing boat 

applications.  It gives superior protection under all conditions typically faced by 

fishing boats. 

 

Summary of Benefits 

 API CF-4 

 Easier starting 

 Lower oil consumption 

 Reduced engine wear 

 Optimum viscosity range SAE 20W-50 

 Excellent TBN retention 

 Excellent protection against rust 

 Excellent engine cleanliness 

Applications 

 Fishing boat engines which burn diesel fuel 

 Suitable for turbo and non-turbo diesel 
engines 

Performance Features 

 Superior engine protection 
The additives in the oil give excellent 
thermal stability and anti-thickening 
properties to the oil, reducing the build up of 
carbon deposits in the critical piston and 
ring pack area.  Dispersant additives 
offering a high standard of overall engine 
cleanliness are also part of the additive 
package used in Shell Fishing Boat Oil 
Plus. 

 Suited to sea environment 
Shell Fishing Boat Oil Plus has been 
developed to provide advanced lubrication 
under stringent operating conditions.  The 
performance additive system for Shell 
Fishing Boat Oil Plus has been carefully 
selected to provide maximum protection 
against the sea-water environment. These 
are achieved by formulating an oil with 
superior TBN retention properties to combat 
the corrosive attack of acidic combustion 
by-products and powerful additives to 
protect against rust in sea-water 
environments.   

 Shear stable multigrade properties 
Shell FBO Plus is a multigrade engine oil 
SAE 20W-50.  It contains an advanced 
additive which is highly resistant to viscosity 
shear when subjected to heavy mechanical 
stress.  This controls the viscosity of the oil 
throughout its service life, reducing oil 
consumption and minimising wear. 

Performance Specifications 

Shell Fishing Boat Oil Plus meets the 
requirements of:- 

 API Service Classifications  CF-4 

 

Typical Properties 

Property Unit Typical 

SAE Viscosity Grade  20W-50 

Kinematic viscosity 
 @ 40°C 
 @ 100°C  

cSt  
171 
19 

Viscosity Index  126 

Density @ 15°C  kg/l 0.894 

Flash Point °C 199 

Pour Point °C - 18 

These figures are only typical of current production.  
Whilst future production will conform to the relevant  
international/industry performance specifications, 
variations in these figures may occur. 

Health and Safety 

Shell Fishing Boat Oil Plus is unlikely to 
present any significant health or safety hazard 
when properly used in the recommended 
applications, provided good standards of  
industrial and personal hygiene are 
maintained. 

Update 

Shell FBO Plus is an upgrade of Shell Fishing 
Boat Oil 


